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SEATTLE CITY LIGHT STANDARD NUMBer: 0 760.1
MATERIAL STANDARDS PATE. Viay 16,1962

REV: July 1, 2002

CLAMPS, GROUND, CABLE(S) TO FLAT BAR

Figure 1 Figure 2

Cable(s) to flat bar ground clamps connectors shall be of the configurations shown above and shall meet the
requirements of the latest revision of NEMA CC1.

Materials: The body shall be forged or cast of high-conductivity copper or bronze alloy. The bolt, nut and lock
washer shall be silicon bronze.

Reference Specification: NEMA CC1, Electric Power Connectors for Substations.

Stock Unit: EA

SOl Approved Manufacturers

Stock Range Fig. 0. Z. Penn Southern
Number | AWG/kcmil | No. | Anderson Burndy Dossert Homac Gedney Union States
676674 | #4 Sol to 2/0 1 GC-141-01 GB26 GF 13 2709-1-2/0 KG22 GM-2 1-OA-48
676675 2/022((;' to 1 GC'Olg 1A- GB29 GF 25 2709-1-25 KG25 GM-3 1-OA-51
676676 | 300 to 500 1 |GC-141-03 GB34 GF 50 2709-1-50 KG50 GM-4 1-OA-56
676694 |#4 Solto2/0| 2 |GC-143-01| GC2626 GA 13 2710-2-2/0 LG22 GH-2 2-OA-48
676605 | 2035010 | 5 | CCUA| Geogre | GA2s | 2710225 | Lo2s GH-3 | 2-0A51
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